Making a portable(easy to storgPIT(Wel)for the story of Joseph

Supplies:

f  Two Hula Hoops 6 | LILINEH B & my hodps were
old and bent, as it was out of season to buy new.
9 Black Stretchy Fabric
1¢ct ASOS yoé E noé¢ O08ARS:
1cPieceo H ¢ (pase) H ¢
9 Straight Pins
1 Sewing Machine
9 Scissors
1
1

Black Thread

Measuring Tape
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Step2: Cut aroundHula Hoopleavingapprox.H €

i
Stepl: Lay firsHula Hooponto fabrico o H ¢ E

OHE LD

Step3: Foldfabricoverhoopand pin. Leaving a thumb width
between inside of Hoop and straight pin (sémttom right picture)
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Ste‘p4:A When pining start withopposite sides, ding all four Step5_: You will n_eed to remove the needle and foot from yor sewil
corners, then working your way back and forth around the Hoop, machinec then slide theHula Hoopunder. Therreplace the needle
pulling tauntwhen pinning FYR GKS F22030 LT @&2dz RretReaiie |

needle. Make sure both bottom and top threads are peditowards
the back of the machine before beginning to sew.

-
R\
Step6: Make sure the screw holding the needle is flat (horizontal) otherwise it may make contact with the hoop and not allovioysew.
Now sew around the inside of the hoop leavinga thumb®@ width between your seam and the hoapYou will cutexcess fabrioff later.

1 223

Step 7:a) Remove foot & needleslide outHula Hoop b) Replace needleand insert anarrow foot. Pull fabric taunt along outside o
hoop and pinalong hoop to create a outsidehem. Place the hoop beside the foatpull the hem taunt and sew along hoop edge.
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Step 8: Wen done you should have a hem all the way around the Step 9: Trim off the e® S
outside of theHulaHoop- 6 2dzi | FAy3ISNRa 4 scrap material

Step 10:
 Sides of Pit take the rectangular piece of fabrig 0 ¢ &nd
sS¢g GKS Gg2 noé¢ RSSLI LIASOSa
tube. (In mycase | had more than one seam, as | pieced
together scrape material | had on hand.)

1 To attach tube to bottomHula Hoop- You need to pin the rigt
sides together, so the seams are all on the outside (see phc
on the left, all seams are facing ot Alsq pin in the direction
shown inabovephoto, so you can pull pins as you sew.

1 Usnga narrow foot on your sewing machine. Place hoop
against foot¢ pull your pinned seam out as you sew around
hoop. When finished it should look like photo on your left.
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Step 11:Picture to your left. With Pit still turned wrong side outg
now pull fabricthrough and then ove™ hoop and pin this will be
the top of you Pit Make sure pins are in the right direction to
remove as you seviwhite arrow).

You will reed to remove needle and foot, slide hoop under, then
replace needle and use narrow foot. Make sure the screw holdin
the needle in is flat(black arrow)or you will not be able to sew. |
sewed all the way around twice for a sturdy seariiVhen done
remove needle & foot and pull out hoop. Now push bottom hoop
through top hoop and you have your PIT!

How to use your R (well): W2 8 SLIK &aiSLla Aydz2
brothers raise thePit (lifting top hoop), Joseph raises hands and
sinks to a sittingor kneelingposition. Joseph can cup hands arour
mouth and yellforhelpp G2 YI 1S KAia OFft &
a distance)

You may want to take a piece of fabric with Velcro to wrap aroun

and hold together for storage Then store ira clear garbage bag. FinishedRca Ut y Ra qLAXY AP FyR Al

Kids inside can see out due to the stretchy fabric used.
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